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DECK

EXISTING BRIDGE

*

* 4" OVERLAP BETWEEN OVERLAYS

SECTION THRU DECK

DECK SURFACE BEFORE OVERLAY IS PLACED

(AS NEEDED)

JOINT

LONGITUDINAL

LOCATION OF

50’-0" (OUT TO OUT)

48’-0" (CLEAR ROADWAY)

TYPICAL SECTION

NOTE:

LMC-VES STAGE, THE PREVIOUSLY PLACED LMC-VES SHALL BE REMOVED FOR A DISTANCE OF

THE 4 INCH OVERLAY AREA, SHALL BE PREPARED AS PER THE OVERLAY SURFACE
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PREVIOUSLY PLACED LMC-VES

STAGED LMC OVERLAY-VES

STAGED LMC-VES OVERLAY JOINT

{ SURVEY LINE EXISTING ROADWAY 

WHEN PREPARING THE SURFACE FOR LMC OVERLAY-VES ADJACENT TO A PREVIOUSLY PLACED

4-INCHES FROM THE LMC-VES EDGE. THE SURFACE OF THE NEW STAGE AREA, ALONG WITH

OVERLAP, AS PART OF NEW LMC-VES STAGE PLACEMENT. 

PREPARATION SPECIAL PROVISIONS. NEW LMC-VES SHALL BE PLACED IN THE 4-INCH
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DETAILS OF SPANS A, B, C, & D

CONCRETE-VES 

& LATEX MODIFIED 

TYPICAL SECTION

CONCRETE OVERLAY-VES
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